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GENERAL TOLERANCE

东莞市思索连接器有限公司
 SWB CONNECTORS CO.,LTD

.X     ±0.30

.XX   ±0.20

.XXX ±0.10

X.°    ±2°

Specifications :
Voltage rating: 24V AC / DC
Current rating: 10A  AC / DC
Withstanding voltage: 1,500V AC/minute
Temperature range: -25°C~+85°C
Insulation resistance:≥500MΩ
Contact resistance: ≤10mΩ
After environmental testing：≤20mΩ
Material(Pin): Brass
Finish(Pin):  Matte Tin Plating
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Series No
Category：H-HSG
Welding Board Angle：
F-Female housing
Row No.-Pin No.:  02-02P 
Material:  N0-PA66   94V-0
Color :  None-Black Color
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东莞市思索连接器有限公司
 SWB CONNECTORS CO.,LTD
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Specifications :
Voltage rating: 24V AC / DC
Current rating: 10A  AC / DC
Withstanding voltage: 1,500V AC/minute
Temperature range: -25°C~+85°C
Insulation resistance:≥500MΩ
Contact resistance: ≤10mΩ
After environmental testing：≤20mΩ
Material(Pin): Brass
Finish(Pin):  Matte Tin Plating

Series No
Category:H-HSG
Welding Board Angle：
           F-Female housing
Row No.-Pin No.:  04-04P
Plug the Pin & special No.：
Material:  N0-PA66   94V-0
HF-Halogen free 
Color :  BK-Black 
Packing Form: T- Tray
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